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SUMMARY

Results are presented of an Investigation of the fatigue strength
of several full-scele aircraft wing structures. The test specimens were
obtained from C-46 "Commando" type airplanes and the tests described are
the first phase of a larger research program on the fatigue strength of
full-scale alrcraft. The tests were conducted by the resonant-frequency
method at a level of 1 £ 0.625g or sbout 22 * 14 percent of the design
ultimate load factor.

The 34 fatigue failures which resulted from these tests were of
four main types and occurred in three principal localities on the test
wings. The average lifetime for these tests was about 200,000 cycles.
The over-all spread for all failures was 4.4t to 1.0 and, for similar
fallures repeatedly occurring in the same localities, it was as low as
1.2 to 1.0. Effective stress concentration factors were calculated for
all failures and indicated a value of sbout 4.0 for an inspection cutout
and 2.3 for a riveted tension Joint.

During the tests no change was noted in either the natural frequency
or demping characteristies of the test specimens prior to the development
of a fatigue crack. When a crack did occur, 1ts rate of growth was rather
slow until about 5 to 9 percent of the tension material had failed, after
which the rate of crack growth lncreased rapidly.

INTRODUCTION

In recent years the problem of fatigue in airecraft structures has
been accentuated by trends in aircraft design which have been detrimentsl
to the fatigue resistance of the structures. For many years the fatigue
problem has been under investigation and, for reasons of economy, the
gtandard testing is accomplished on rather small specimens. Although
this type of testing has been necessary in order to establish the basis
of present-day fatigue knowledge, it does not reproduce the complex con-
ditions which exlst in & full-scale airplane structure. Therefore, some
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of the results obtained by tests on small, carefully prepared specimens
would_not be directly applicable to a complicated aircraft structure _
fabricated by mass-production methods.

In view of the general lack of information regarding the fatigue
characteristics of actual airplane structures, twenty-three C-46
"Commando" airplanes were secured for the purpose of carrying out =
fatigue Investigation on & full-scale airplane gtructure. The objectives
of the program are to include the determination of the following:

(1) the spread in fatigue life between specimens constructed in an
identical manner, (2) the relative magnltude of stress concentrations
caused by various types of stress raisers, (3) the effect of fatigue
demege on such wing paremeters as the natural frequency and the damping,
(4) the reduction in static strength after fatigue fallure, and (5) the
loss in fatigue life assoclated with the flight history which an airplane
has experienced. The program agreed upon weas to consist of a number of
constant-level tests at each of. several different stress levels and a
series of variable amplitude tests, based on gust-frequency data, to
simulate actual flight loedings. ' -

The present report summarizes the first phase of the program and
presents the results of constant-level fatigue testes on three left and
three right outer wing panels and four center wing panels. The magnitude
of load for these tests was an incremental load factor of t0.625g about
a 1 g or level-flight mean load; these load factors correspond to sbout

t 14 percent of the design ultimate load factor. Presented in this
report are the date included in reference 1, which covered the first
complete wing tested, all the subseguent data collected at this test
level, and a summary of all information and conclusions to date for the
program., This information partially covers the first three listed
objectives. The data are presented in tebular form and photographs of
several fatigue cracks, spread in lifetime date, information on crack
growth, experimental stress concentration factors, and comparison with
some theoretical stress concentration factors are included.

SPECIMEN AND METHOD OF TEST

C-46 Structure

The C-46 wings used in these tests had previously been subjected to
from 200 to 800 hours of flightservice and storage for several years in
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an open depot. Some geometric characteristics of the wings as well as
other pertinent date for the C-46 are given in the following table:

Meximum design gross weight, 1b . . . . . « . . « + « « « « .+ . 45,000
Level-flight equivalent airspeed, mph . . . v v v « ¢ ¢ o o « . 240
Wing area, 8@ £t . . . ¢ v & ¢ v v ¢ 4 v e e e 4 e e e e 0. .. 1,360
Wing span, £t . & & & ¢ i i it et e e e e e e e e e e e e e 108
Mean serodynamic chord, in. . . « « v & 4 o & & « « « « « « + o 164.25
Aspect ratio . & . & i v . i i e e et e e e e e e e e e e ... B.58
Mean thickness, percent chord . . . . . . .+ ¢ ¢ ¢ ¢ v & +v o « 17
Design ultimate load factor . . . . « .+ ¢ ¢ v v v v v ¢« « . . k.629

The wing structure had an gll-metal, riveted, stressed-skin type
of construction and was made almost entirely of 24S-T aluminum alloy.
The wing consisted of three parts, a center section and two outer panels.
The construction used in these panels is shown in figure 1. A truss-type
rib was used in the center-panel construction, whereas a solid-sheet-type
rib was used in the outer-panel construction. The outer panels were
fastened to the center section by means of a heavy extruded attach angle
and high-strength steel bolts. The wing skin, ribs, and most of the
stiffeners were made of 24S-T alclad sheet, and the spar caps were
24S-T extrusions.

In static tests conducted by the U. S. Air Force, the wing withstood
95 percent of the ultimate deslgn load before a failure occurred on the
compression surface at span station 290. Slight changes were then made
in rivet spacing in the vicinity of the faillure which were considered
adequate to provide the required strength. The wing was never retested
subsequent to these changes. Therefore, the regions of the wing of
interest to these tests are assumed capeble of supporting 100 percent
of ultimate design load with unknown margins of safety.

Method of Test

The method of testing selected for accomplishing these tests was
the resonant-frequency method utilizing concentrated masses to reproduce
the flight stresses at a selected wing station. The use of this method
necessitated the selection of a statlion on the C-46 wing which would be
critical in fatigue. Span station 214 was selected for the following
reasons: (1) the wing structural analysis indicated the bending-moment
margins of safety to be lowest at this station,(z) another transport
aircraft in which a similar method of outer-panel attachment was utilized
had experienced fatigue failures in this region of the wing, and (3) the
structure at this station appeared to be of conventional design. In
addition, a distributed-load static test, in which a brittle strain-
indicating lacquer was used, was conducted on the wing. This test indi-
cated that the highest strains were to be found in the neighborhood of
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span station 214k. Numerous points of high local stress concentration at
this station were also indicated by this test. Concentrated messes, for
attachment to the wing, were then proportioned and located in such a way
that the 1 g bending moment, shear, and torque at span station 214 for
the level-flight, low-angle-of-attack condition were reproduced.

Preparation of Wing for Test

In order to prepare the airplanes for fatigue testing, several modi-
fications were made., The fuselage was cut off just in front of and behind
the wing-fuselage attachments and the engines and landing gear were
removed. The portion of the fuselage containing the wing center section
was then inverted and mounted between two steel backstops. Mounting this
section toc the backstops was accomplished by the attachment of fabricated
steel angles and steel and aluminum dodbler plates which distributed the
loed around the fuselsge.

The outer panels were cut off at a wing station 405 inches from the
center line of the airplane; this reduced the span to 810 inches. The
shear webs of both spars were reinforced from station 305 to station 405
to accommodate the sddition of the concentrated masses at the tip. The
center of gravity of these masses was located at span station 41hk. The
speclmen is shown mounted and ready for testing in figure 2.

Fetigue Machine

The constant-level fatigue machine, which also may be seen in fig-
ure 2, conglsted of a prime mover, reduction gear box, line shafting,
ad justable eccentric, push rod, and exciter spring. The prime mover was
& direct-current traction-type electric motor, which, with the reduction
gear hox, was located near the center of the test setup. The motor torque
was transmitted from each side of the reduction gear box by line shafting
to the adjustable eccentrics which were located under the welght-boxes at
the wing tips. The adjustable eccentric converted the torque into a verti-
cal force which was applied to the weight box through the push rod and
spring. The spring comnmection was necessary in order to allow the proper
phese relstionship to be assumed between the wing displacement and the
forcing function so that advantage could be taeken of the resonant charsac-
terigtics of the wing and the test could be accomplished with a minimum
power input. The adjustable eccentric, push rod, and spring mey be seen
to the left in figure 3. .

Instrumentation

The test wings were instrumented with a number of wire resistance
strain gages at the points shown in figure 4. Most of these gages were
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located so that the stress near the points where fatigue failures had
originated on previous specimens could be measured. The gages were ori-
entated so that the strain was measured in & spanwise direction. The
validity of this orientation was checked in most locatlions by the use

of a rosette type of strain-gage configuration in order to determine the
direction of the prineipal stress. The dlamond-shaped symbols in fig-
ure 4 denote the location of gages which were used continuously to meas-
ure directly the applied bending moments.

Fatigue-crack-detector wires were used to lndicate the presence of
fatigue failures. They consisted of fine, insulated copper wire cemented
to the structure in such & menner that the wire would break when & crack
passed under it. These wires were capable of detecting a crack as small
gs 0.0002 inch in width. A bresk in the wire actumsted an indicator sys-
tem on the control table. The locations of these wires are also shown
in figure 4. These locations were determined in the brittle-lacquer test
previously referred to and by the occurrence of cracks in previous
specimens.

In order to obtain a count of the loads appllied during the tests,
a system of mechanically operated microswlitches, which may be seen to
the right in figure 3, were used to actuate a bank of counters. These
counters indicated the number of times the amplitude of vibration of the
wing exceeded e predetermined magnitude.

The frequency of vibration was meintained by an electronic speed
control and was indicated by & stroboscopic tachometer. This sensitive
motor-speed-control and indlcating system was necessary because the wings
vere vibrated exactly at their resonant frequency, and even very small
variations in the frequency of the forcing function would cause the ampli-
tude of vibration to drop excessively because of the low damping of the
structure.

TESTS AND PROCEDURE

The tests were carried out by vibrating the wings at a constant
amplitude at their resonant frequency of 108 cycles per minute with the
fatigue machine previously mentioned. The smplitude of vibration for the
specimens covered in this paper was +0.625g sbout the 1 g mean given by
the concentrated masses attached to the wing. This load was selected
for these first tests in order to insure a reasonsble testing time. A
comperison of the 1 g design bending moment for this wing and the bending
moment applied by the concentrated masses is shown in figure 5. This
figure indicates that the applied bending moment without nacelle inertia
effects reproduced rather closely the design bending moment not only at
station 214 but over a considerable portion of the span from sbout
station 300 inboard. As a result of this close simulation and because
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of the uniformity of design, fallures could be expected to occur anywhere
over this whole region. With the additlion of the nacelle inertia effects,
the bending moment is reduced slightly from station 178 inbosrd. The
tests were started without the nacelle effects, but, since failures
occurred in the center section, this load was added to reduce the stress
inboard of that point and to made certain that failure would occur in

the outer panels. '

Continuous visual Inspection throughout the tests supplemented any
indications from the fatigue-crack-detector wires. These visual inspec-
tions were mede while the wing wes vibrating in an effort to reduce
stopping and starting to & minimum end thus eliminate many cycles of
load at other than the desired level. At various times throughout the
tests, the response of all strain gages was recorded and checked for con-
sistency of loading.

The testing of a specimen was continued until s Patigue failure
occurred and, if the failure occurred in the center section, 1t was
usually repaired in order to continue testing the outer panels. When
fallures appeared in the outer panels they were allowed to grow and their
rete and manner of propagatlon was noted.

RESULTS AND DISCUSSION
Definition of Fatigue Fallure

In tests conducted on small specimens, the number of cycles to fail-
ure is usually taken at the time of complete severing of the test speci-
men. However, for tests conducted on as large a structure as a complete
aircraft wing, this definition 1s not very practical, since in & struc-
ture of this size a great many cycles can elapse between the inception
of & fatigue crack and the failure of the complete wing. During this
time, the growing crack and the impending fallure are perfectly obvious.
In addition, any visible crack discovered in an actual aircraft structure
is ususlly cause for repair or replecement. Therefore, for purposes of
this investigation, a fatigue fallure is defined as a bresk in the mate-
rial of the wing that is approximately l/h inch long and as deep as the
thickness of the materisl in which it arigipated. A few of the fallures
which are reported in this paper were not discovered until they had
exceeded this length. However, the number of cycles to cause failure
was corrected to this common besis. This correction was based on the
assumption of a uniform rate of crack growth and on indications of change
in the natural frequency of the test specimen caused by the growing
fatigue crack. '
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Load History of Specimens

The load histories for each of the 3% fatigue failures which occurred
in these specimens are listed in a summation form in table 1. For pur-
poses of identification, the cracks are numbered in order of their occur-
rence. The columns listed under the summation of load cycles equal to or
greater then An threshold values are the cycles counted directly by the
bank of counters used in the tests and An i1s the incremental load fac-
tor. These counters counted the number of cycles which equaled or
exceeded thelr aessigned amplitude and thus gave the load histories in a
summation form. The columns llsted under the number of locad cycles
applied in a class interval are the cycles which acted only at levels
between the threshold values defining that class interval. For failure 1,
for instance, 14,456 cycles (295,089 - 280,633) are assumed to act at a
An velue of 0.225 which is the mean of An = 0.15 and An = 0.30.

Cycles applied in other class intervals are also assumed to act at the
midpoint of their interval with the exception of the interval between

M = 0.60 and AMn = 0.75. These loads are assumed to act at n = 0.625
since this value was the desired load level and every effort was made to
mgintain it. The average lifetime at thls desired level was about
200,000 cycles.

Although the tests were intended to be of the constant-level type
at a load-factor increment of 1 t 0.625, some few cycles at other load
levels were applied. This fact can readily be seen in table 1; these
cycles, in general, were imposed during preliminary surveys or while the
machine was building up to or dying down from the desired level. The
average number of these departures from the constant level is shown in
figure 6 in which the average number of cycles applied in each class
interval is shown graphically.

Description of Fatigue Fallures

The fatigue fallures that occurred in the specimens tested appeared
to be concentrated in three principal localitles. One locality was in
the vicinity of the station designated as critical - span station 214 on
the outer panel - in which 15, or almost half, of the faillures toock
place. Another locality was in the vicinity of the engine nacelle where
12 failures appeared, and the third locality was a region in the center
section of the wing near the center line of the aircraft where 7 failures
appeared.

The fatigue failures that occurred were divided into the following
four main types according to the type of structural-stress raiser in
which they Initiated:
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Type I Corner of inspection cutout

Type II Riveted tension joint

Type III Riveted shear Jjoint -
Type IV Discontinuities in section or shape

The first type included the 10 failures which originated at the corners
of inspection cutouts. The second type included the 6 fallures which
occurred in a riveted tension Joint near the center line of the aircraft.
The third type included the 6 failures which occurred_in a riveted shear
Joint where the shear web of the front spar was riveted to the tension
flange of that spar. The fourth type included 12 failures which origi-
nated at abrupt changes or discontinuities in section or shape, such as
the edge of a reinforcing doubler plate. The points of initiation for
thegse four types of fallure are shown 1ln Ffigure T which is a plan view
of the tension surface of the wing. For convenience, fallures that
occurred on both wings are shown on & portion of one semispan.

The failures of type I, which occurred at the corners of inspection
cutouts, all originated on the outer panels in the vicinity of span sta-
tion 214k. The chordwise distribution of stress through this section, as
measured with strain gages, is shown in figure 8. Failure 3, which is a
typical example of this type of failure, is shown in figure 9(a) a short
time after starting and again in figure 9(b) after it had progressed to
a length of sbout 17 inches. In figure 9(c) the same crack is shown
after causing failure of 'the spar at the 30-percent-chord position.
Another fallure of. this type is shown in figure 10, The crack originated
at the cutout nearest the rear spar at span station 214 and was repeated
more often than any other fallure of this type. It appeared on all three
left wings and on the third right wing. In no case, however, did this
crack result in final failure of the wing. The failures originating in
this ldentical location were failures 5, 17, and 33 on the left wing and
26 on the right wing. Fallures occurring at the same locations on the
left and right wings will be considered as identical for purposes of
further discussion.

The details of construction in the vieinity of all the cutouts on
the outer panels were somewhat similar. The cutouts were all located
between two spenwise stiffeners, which were adjacent to the edges of the
cutouts, and were also reinforced by doubler plates undernesth the wing

skin. These doubler plates were about 1= times as long, spanwise, as
the cutouts and extended chordwise underneath the stiffeneron each side.

Although the corners of most of the inspection cutouts have fairly
large radii, the corners of some of the reinforcing doubler plates under-
neath the cutouts have much smaeller radili. This situation caused the
initiation of some failures in the doubler plates which in one case pro-
gressed into the wing skin. An example of the start of one of these
feilures is shown in figure 11.
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The second type of fallure occurred in a riveted tension Joint
32 inches from the aircraft center line. The Joint extended chordwise
at this wing station from the front spar to the rear spar. Failures of
this type appeared on the left and right wing of the first three wing
center sections in the same chordwise location and are listed as fail-
ures 1, 2, 11, 14, 22, and 23. The detalls of this Joint and the manner
of failure are shown in figure 12. The measured chordwise stress dis-
tribution through this section is shown in figure 13, from which it may
be seen that the highest stress occurs at the point where 8ll the failures
originated.

The third type of failure occurred in & riveted shear Jjoint st span
station 120 where the shear web of the front spar was riveted to the
tension flange of that sper. There were four horizontal rows of rivets
in the shear web and the fatigue failures originated in a rivet in the
third row away from the tension surface of the wing as can be seen 1in
figure 14t. These fallures are numbered 8, 9, 20, 21, 28, and 32.
Although this Joint is designed primerily for shear, strain-gage rosette
measurements near the point of failure showed the principal stress to be
approximately parallel to the tension flange of the spar. This condition
would indicate that the failures were probebly primarily due to tension
stresses. The shear &t this point in the spar was probably small since
the spar ends & short distance outboard of this point as can be seen in
figure T.

A typlcal example of those cracks which occurred at the Junction of
the engine nacelle and the wing spar and which are grouped in the fourth
type is shown in figure 15. The failure shown is similar to failures 6,
7, 18, 19, and 30 and originated in & rivet hole near a half-round notch
cut in the edge of the skin to eliminate interference of the landing-gear
retracting strut with the wing skin during operation of the landing gear.
Another failure of the fourth type which was repeated often occurred in
& chordwise joggle in an external doubler plate near the wing attach
angle. These fallures sppeared in three left wings and one right and
are numbered 4, 10, 16, and 29. Failures were expected to occur at this
point since the brittle-lacquer static test had indicated a high stress
in this region. An example of this failure is shown in figure 16 after
it had progressed to a considerable length.

Only one of the failures that occurred (failure 24) originated in
the wing spar flanges, and it was of the fourth type. This failure
occurred in the front-spar tension flange 11 inches from the aircraft
center line and originated at & hole in the flenge to which a non-load-
carrying bracket had been bolted.



10 NACA TN 2920

Spread in Fatigue Life

The over-all spread in number of cycles to failure for all 34 of
the failures that occurred was 4.4 to 1.0. This spread is comparable to
that obtained in small specimen tests, but, when the spread for each of
the four types of fatigue failures is examined individually, a lower
value is obtained for most types. It should be realized, however, that
the number of.fallures 1in each type is rather small for-spread determi~
nation.

For the 10 type I failures, that is, those occurring at the corners
of inspection cutouts, the total spread is 1.54 to 1.0; however, for
failures 5, 17, 26, and 33, all of which originated at the same location
in the structure, the spread is only 1.2 to 1.0. For the 6 type II fail-
ures, which were those fallures occurring in the riveted tension joint,
the spread was 2.17 to 1.0. The spread for the 6 type III failures, at
the riveted shear joint, was 1.83 to 1.0. The 12 type IV failures had a
spread of L.4 to 1.0 which accounts for the larger over-all range. This
wider range is explained in part by the variety of stress ralsers which
were included in this claessification.

that expected of tests run on simple specimens.

Stress Concentration Factors

Since the measurement of the true maximum stress caused by a stress
raiser is very difficult, no attempt was made during these tests to mske
such a measurement. Instead, only the nominal stress in the vieinity of
the stress raiser was measured and any effects from the stress raiser
were purposely excluded. The effective stress concentration factor or
fatigue-strength reduction factor was then deduced from the data by two
methods. " In order to utilize these two methods, the measured mean and
maximum stresses present during a loading cycle are required; these values
are listed in the fourth and fifth columns of table 2 for each failure.
A small correction was made in a few of these stresses for the failures
inboard of span station 178 in which the stress was affected somewhat by
the introduction of the nacelle inertis efflects.

The calculation of the effectlive stress concentration factor for a
constant-level test with zero mean stress could be accomplished by first
determining an effective meximum local stress, caused by the stress
raiser, which must have been present in order for a failure to occur at
the number of cycles noted in the test. This effective stress is found
from the S-N curve for the plein material without stress raisers and
is divided by the measured stress to determine the stress concentration
factor.
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The first method of calculating a stress concentration factor for
these tests followed a method similar to that outlined in the preceding
peragraph. It was complicated, however, by the presence of the 1 g mean
gtress caused by the concentrated masses attached to the wing and by the
frequency distribution shown in figure 6. In order to pursue this method
of analysis, all the fatigue damage was assumed to be caused only by the
number of loads applied in the class interval from An = 0.60 to An = 0.75
and, furthermore, all these loads were assumed to have acted at a An
value of 0.625, the desired level. The effective stress concentration
factor K; was then defined as o

K o 8N
17 g
max
In this expression, Opg, 1is the measured stress at a load factor of

1.625 (teble 2, £ifth column) and og_y 18 that effective maximum

stress, mentioned previously, that must have been present in order for
a failure to occur at the number of cycles noted in the test (table 2,
seventh column). The effective stress was determined, in this case,

from the S-N curve that can be drawn for a meen stress of Spean (the

measured 1 g mean stress) times Ki. In other words, the conéentration
factor was applied to both the mean and the meximum measured stress
present in a loading cycle. The quantities K1 and US N were there-
fore interdependent. In order to determine the value of K; for each
failure, a trisl-snd-error method was employed wherein different values
were assigned to K, until a value of Og_y Was found which was equal
to opny times K;. This condition 1s necessery in order to satisfy

the defining equation for X;. The S-N curves used to determine og_y
were based on data for 0.040-inch-thick unnotched 24S-T alclad sheet as
given in reference 2. The values of Ss_N and Ki thus determined are

listed in the seventh and eighth columns of teble 2. This method is the
equivelent of dividing the maximm gtress during a loading cycle for an
unnotched specimen by the maximum nominal stress for & notched specimen
at the same load ratio and lifetime.

Since the amplitude of the epplied stress cycles was not exactly at
a constant level during these tests, the fatigue-damage theory described
in reference 3 was also used to compute an effective stress concentration
factor Kp. This theory indicates that failure will occur when the sum-
mation curve of the loading cycles becomes tangent to the S-N curve. The
determination of the effective stress concentration factor by this theory
is illustrated in figure 17 for one of the fatigue failures. Data on
unnotched 0.040-inch 24S-T alclad sheet reported in reference 2 were also
used to plot the S-N curves shown in this figure. The solid lines in
figure 17 show the S-N curves for the pertinent mean stress values. The
dashed lines represent the summation curves or the number of loads applied
equal to or greater thaen the stresses corresponding to the An threshold
velues. The lower dashed line represents measured stress values whereas
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the upper dashed line represents the measured stress values moved vertically
until they become tangent to the S-N curve having the proper mean stress
value. This adjustment, in effect, was accomplished by muiltiplying the
measured stress values by a constant Kp which, in a similer menner to
K1, ie the effective stress concentration factor. The Kp factors cal-

culated by this method are listed in the ninth column of table 2 and
differ only slightly from those found by the first method.

Association ‘of the X values from table 2 with the four different
types of failures shows that, for the 10 type I failures originating at
the corners of inspection cutouts, the effective stress concentration
factors varied from 3.73 to 4.60 by both methods of calculation. The
mean value for this type of failures was L4.14. The effective stress
concentration factors for the 6 type II fallures occurring in the riveted
Joint at span station 32 varied only from 2.17 to 2.55. The mean value
for this type of failure was 2.30. These factors were based on the net
ares gtress in the Joint. Concentration factors calculated for the third
type of failure, the riveted shear joint, varied from 2.92 to 3.67 and
were based on the normal stress. For the fourth type of failure the
factors calculated varied from 2.6 to 5.2. The highest factor calculated
was for a fallure in a Joggle discontinuity in an external doubler plate.
The larger spread in concentration factors calculated for the fourth type
of failure is due to the variety of structural stress ralsers included in
that classification. o ' '

The only type of failure encountered which lends itself to & theo-
retical treatment is the type I failure occurring at the inspection cut-
out. In reference 4 a theoretical concentration factor has been derived
for & "square" cutout with a corner radius proportional to its width. By
utilizing this factor end making a correction for the actual corner radius
of the cutouts in question, theoretical stress concentratlion factors were
calculated for all six of the cutouts where fatigue failures had occurred.
These theoretical factors varied from 3.0 to 4.8 for the various cutouts
compared to the experimental factors of 3.7 to 4.6. In almost all cases
the theoretical factor was less than the experimental factor.

Rate of Crack Growth

Seversl of the fatigue cracks in the wing outer panels were allowed
to grow until & considersble amount of the tension surface had failled.
The rate at which the cracks grew 1s shown in figure 18, in which the
percent of cross-sectional material failed in the tension surfacg at the
wing station where the failure occurred is plotted as & function of the
number of cycles of load applied. The crack-growth curves of figure 18
indicate that the propegation of the cracks was relatively slow until
about 5 to 9 percent of the tension material had failed. At this point
the slopes of the curves sbruptly become very steep and thereby indicate
a rapid propagetion of the crack thereafter. The abrupt discontinuity in



NACA TN 2920 13

one of the curves (fallure 31) was caused by the sudden failure of a

large stiffener. In splte of this, the curve exhibits the same rapid
increase in rate of crack growth between 5 and 9 percent fallure of the
tension material. It must be recognized, however, that this slow initial
rate of erack growth does not preclude the possibility of a failure initi-
ating undetected in & large stiffener or spar flange which in itself has

a larger percentage of tension area than the 5 to 9 percent value men-
tioned. It is also probable that this percentage might depend to some
extent on the stress level at the crack.

Effect of Fatigue Damage on Natural Frequency and Damping

The tests indicated that the natural frequency of the test wings was
not affected by fatigue damage until after a fatigue failure had origi-
nated. Even then, the change in natural frequency was very small and
amounted to only about 2.0 percent with as much as 55 percent of the ten-
sion material failed in fatigue. In figure 19 the indicated change in
natural frequency is plotted as a function of percent of tension material
failed for several of the failures.

Since the tests were conducted at the resonant frequency of the test
specimens, any change in damping characteristics would cause a corre-
sponding change in the amplitude of vibration. As no such change in
amplitude was noted during the course of the tests, it can be concluded
that fatigue damage has little or no effect on the structural damping
characteristics of & full-scale aircraft wing.

Measurements of the natural frequency or structural damping charac-
teristics of an airplane wing would, therefore, appear to be of no practi-
cal value as an indication of incipient fatigue failure.

CONCLUDING REMARKS

Constant-level fatigue tests conducted on several full-scale C-46
"Commando" airplane wings at a level of 1 ¥ 0.625g indicated & lifetime
at this level of about 200,000 cycles. The 34 Ffatigue failures which
regulted from these tests were of four main types and occurred in three
principal localities on the wing. The spread in fatigue 1life for the
structure was comparable to the spread for the material. For all fail-
ures the spread was L.4 to 1.0, and failures repeatedly occurring at the
same locations exhibited spreads as smell as 1.2 to 1.0, Effective
stress concentration factors were calculated for all failures and indi-
cated a value of about 4.0 for an inspection cutout and 2.3 for a riveted
tension joint.
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During the tests no change was noted in either the natural frequency
or structural dsmping characteristics of the test specimens prior to the
development of a fatigue crack., When a crack did occur, its rate of
growth was rather slow until about 5 to 9 percent of the tension material
had failed, after which the rate of crack growth increased repidly.

Langley Aeronautical laboratory,
National Advisory Committee for Aeronautics,

Langley Field, Va., January 8, 1953.
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TABLE 1

LOAD HISTORY FOR ALL FATIGUE FAILURES

Summation of load cycles egual to or gresater than An threshold welues of -

Pailure 0.15 0,30 0.L5 0,60 G475 0,90 1.05
Funber of load cycles applisd in c¢lass interval, assumed acting et sm values of -
(al\

hid 0,225 0.375 0.525 0.625 0.825 0.975

1 295,089 260,633 250,846 179,032 8,400 138 1
1h,k56 29,787 71,014 170,632 8,262 UL}

2 332,542 315,676 283,853 203,93k 8,400 138 1
16,866 31,823 79,919 8,262 118

3 332,542 315,676 283,853 203,93k 6,400 138 1
16,866 31,823 72,919 199,53) 8,262 118

L 353,898 336,525 301,397 212,848 8,400 138 TH
35,028 86,549 204,48 B, 2652 118

5 Lh8,095 428,409 391,399 293,064 10,363 138 1N
19,686 37,Q10 98,335 282,70 10,225 118

3 224,070 218,161 208,178 178,836 7,465 0 0
6,309 9,983 29,342 171,371 7,465 1)

T 225,170 48,15 208,178 176,836 7,455 ¢ 0
6,309 2,983 29,32 171,371 7,465 o

] 221,470 6 218,161 6 208,178 178,836 7,465 0 0
6,309 2,983 29,32 171,371 7,165 0

] 220,70 715,181 208,178 | 178,636 7,465 ) )
6,309 9,983 29,3h? 171,371 7.1465 0

10 333,631 324,701 313,802 267,013 7,6uk 0 V)
. 8,930 | 10,899 31,789 27k, 369 7.6l 0

1 (1) 371,52, 361,929 350,205 315,923 7,6uk 0 0
9,595 11,72k 82 308,219 T80l 0

12 2L,378 7 2575387 o | 2905051 . 232,704 5,681 0 0
Vel Gy 70 17,747 227,023 5,_631 4]

13 113,159 s K01, 75h 13,22 386,532 28,20k 350,308 .6l 7,60k G 0 0
L1 [ 'Y 7- 0

1 (2) h27,078 N 2570 102,189 362,715 7,64l o )
11,508 13,381 39,hTh 155,071 7,60 0

1% 26,376 o 237,226 8.78 228,118 205,683 05,5 179 0 0
2190 780 22,763 Ol 179 0

16 (%) 283,159 372,77k 263,188 338,505 | 179 ) o
10,185 9,786 254,563 238,446 179 0

17 (5) 297,450 267,103 277,145 251,978 179 0 0
10,351 9,958 25,167 251,799 179 0

% Numbers in parentheses

indicate repstitions of previous fallures.
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TABLE 1,- Concluded

IOAD HISTORY FOR ALL FATIGUE FALLURES

Summation of load cycles equal to or graxter than An threshold values of -

Fail 0.15 0.30 Colis .50 0,75 0.0 1.05
Kuzber of load oyocles applied in class interval, azsumed acting mt 4An walues of -
f= Y - e s P e -
(&) 0.225 0.375 0.52% 04625 0.82 0.975
B (1) 106,328 100,833 93,791 78,120 0 0 o
5.hot 7.036 15,677 78,120 0 L I
19 (6) 149,951 %, 224 136,931 119,733 ] 0 0
5121 7,293 17,198 119,732 0 0
20 {8) 174,727 168,731 161,203 143,170 0 0 o
5,996 72528 18,033 13,170 0 0
21 (%) 17h,727 168,731 161,203 143,170 0 0 0
5,996 Ta528 18,033 113,170 0 0
22 (2, | 198,570 | [ 151,851 | 28,020 o 8,12 | 309 0 9
6,723 7,831 19,248 16is,463 309 o
23 (1, 113 | 198,57h 191,851 184,020 18,772 309 6 0
6,723 7,831 19,28 16h,463 309 0
2L 263,956 753,12 212,760 219,170 2,070 . 0 ]
10,814 10,382 23,590 207,096 2,074 0
% 399,657 288,016 276,050 27,319 2,07k 0 0
11,8, 11,966 28,131 245,245 2,07h Q
25 399,857 288,016 276,050 27,319 2,07k [ [
1,680 11,966 28,70 245,245 2,07y o
3] 751,11 21,683 239,357 225,148 2,07h ) 0
) - _ 6,428 5,286 . 17,251 220,072 2,074 0
28 (B, 20) | 108,397 105,231 103,201 93,712 0 o i
1,166 1,990 9,529 93,712 0 0
pa] 396,588 380,LL7 371,781 336,872 2,070 ¢ i
12,239 12,686 35,089 234,598 12,074 0
30 {7, 18) | 132,065 130,543 128,219 117,510 0 0 0
1,522 2,32 10,678 117,541 0 0
31 303,487 296,L97 290,650 270,h77 2,078 0 [y
6,990 5,847 20,173 268,h03 2,07h 0
32 {9, 21) | 171,969 169,878 166,975 152,650 0 0 0
2,091 2,903 14,325 152,650 0 0
34 340, 051 332,539 326,193 303,5L3 2,07h 0 )
7,512 6,346 22,650 301,469 2,074 0

8 Wumbers in parentheses indicate repstitions of previous fallures.
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TABLE 2

STARY OF DATA

Meagured ptress Applied |Stress fram |
Type of 1 g | 1.625¢ | losds at 8-F curve,
Pailure Tocation of fallure fellure a 4n = 0,685, 99 _m Ky K,
(2) (v) Ton | i | T pet

1 Riveted tension joint, station 32 (L, CS, 1) I 11,263 | 18,303 170,632 41,548 2.27 | 2.30
2 Riveted temsion Joint, station 32 (R, CS, 1) s 1,212 | 18,219 195,53k 39,535 2.17 | 2.25
3 Corner of imspectian cutout, station 21k (R, OP, 1) I 6,574+ | 10,683 195,534 39,848 3.73 | 3.80
1 Joggle in externml doubler plate, station 195 (L, OP, 1) v h,840 | 17,880 204,448 36,048 4.93 | 5.20
5 Carner of inspectiom cutout, station 214 (L, 0P, 1) I 5,810 | 8,466 282,701 36,827 k.36 | B.A4T
6 Gutboard juncture of wing and nacelle, station 180 {R, 08, 2) w 6,965 | 11,318 17L,371 h1,537 3.67 | 3.73
7 Outboard hmeture of ving and nacelle, station 180 (L, C8, 2) w 7,187 | 11,679 172,371 31,460 3.65 | 3.63
8 Riveted shear jJoint, station 120 (R, C8, 2) T 8,801 | 14,302 171,371 k1,762 2.92 | 2.98
9 Riveted shear joint, station 120 (L, CB3, 2) pans 8,801 | 14,302 171,3TL h1,762 2. | 2.98
10 Joggle in external doubler plste, staticn 189 (L, C3, 2) v 1t 7,720 27h,369 37,056 .80 | 5.00
11 (1) | Riveted temsion Joimt, station 32 (%, C8, 2) Ix 10,134 | 16,470 308,279 36,23% 2.20 | 2.27
12 Edge of external doubler plate, statiom 207 (R, OP, 2) Iv 9,10h | 14,79 227,023 38,46k 2.60 | 2.68
i3 Tnboard junciure of wing and mecelle, station 135 (L, C8, 2) v 6,130 | 9,91 32,664 35,660 3.58 | 3.67
W (2) Rivetef temsion Joint, steticon 32 (R, CB, 2) II 9,955 | 16,177 355,071 35,589 2.20 | 2.28
15 Corper of inspection cutout, etatiom 214 (L, OP, 2) I 6,158 | 10,007 205,504 39,027 3.90 | k.10
16 (&) Joggle in externsl dovbler plate, statlon 195 {L, 0P, 2) w L,8,8 | 17,880 238,546 38,139 4.8, | 5.00
17 (5) Corner of inspectiom cutout, station 214 (L, OP, 2) I 5,210 8,k66 251,799 38,097 450 | 4.58

BRusbers in parentheses indicate repetitions of previous failures.

bI.c‘bbcra in parentheans refer to the following: L, left wing; R, right wing; C8, center ssction; OP, outer panel,
Rurbers in parentheses refer to the order in which wing sections were tested.
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TABIE 2 - Concluded

BUMMARY OF DATA

_ | _Messured stress Applied | Stress from
Failure Location of failure o ol:.:., 1&::5;? ml?gfs’é;, i sﬁ;‘re’ K | ¥
(a) (b) pol pai cyeles ol

18 (1) Outboerd juncture of wing emd macelle, stetion 180 (L, €3, 3) w 7,187 | 11,679 78,120 50,220 k.30 | k.50
19 (6) Outboerd juncture of wing end necelle, station 180 (R, CS, 3) v 6,965 | 11,318 | 119,733 15,159 3.99 | k.20
20 (8) Riveted shear Joimt, station 120 (R, €3, 3) IIT 8,585 | 13,950 143,170 u3,_318 3.12 | 3.2%
2l (9} Riveted shear joint, station 120 (L, €8, 3} TIX 8,685 | 13,950 143,170 43,245 3.10 | 3.20
22 (2, 14) | Riveted tension joint, etation 32 (8, CS, 3) s 10,950 } 17,74 164,463 41,8165 2.35 | 2.53
23 (1, 11) | Riveted temsion joint, station 32 (L, C8, 3) I 10,91k | 17,734 164,463 52,030 2.37 | 2.55
£h Front spar temsion flange, station 11 (L, C8, 3) w 7,725 | 12,563 217,09 38,91k 3.10 | 3.20
25 Corner of imspsctiom cubout, si=tion 228 (R, OF, 3) I - 6,260 t 10,173 2h5,2h5 38,087 2.7k | 3.80
26 Carrer of imspectiom cutowt, station 214 (R,' of, 3} I 5,210 8,466 2h5,2hS 38,097 ' L.50 | k.60
1, . | Cormer.of inspectiem autout, stetiem 239:(L, OBy 3) |yl oeT | G0l 9T 2200w, || 38,885, | 3.9 |0,
28 (8, 20} | Riveted shear jJoint, statiom 120 (R, 8, %) IIr 8,330 | 13,536 93,712 48,188 3.56 | 3.67
29 Joggle in exterpal doubler plate, statiom 195 (R, OP, 3) v "h,736 | T,696 334,598 35,709 .64 | .78
30 (7, 18) | Outboard functure of wing and nacells, station 180 (L, C5, %) | ' IV 7,187 { 1,679 | 17,5m 15,548 3.90 | h.03-
31 Corner of inspectiom cutout, station 21 (L, CP, 3) . I - 6,158 | 10,007. £68,h03 37,426 3.74 | 3.8%
2 ('9, 21) | Rivetad ghear joint, station 120' (L, C8, &) i 'm ; 8,330 | 13,536 152,650 k2,503 3.14 | 3.26"
33 (5, 17T) | Corner of inspectiom cutout, station 21k (L, CP, 3) . I 5,210 | 8,466 298,000 36,500 5.30 | LT
3 Corper of inspectiom cutowt, statiom 206 (L, P, 3) I 5,532 | 8,590 301,469 36,679 hoo8 | 4,18

®Numbers In parentheses indicate repetitions of previous fallures.
bletters in paremtheses refer to the following: L, left wing; R, right wing; CB, cemter section; CP, outer panel.

mnbgrs in parentheges rafer to the crder In which wing sections were tegted.
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30-percent-chord Spar

Front Spar

T
LA LN N N ON O8N TN ON

Center—panel Structyre

Hat-section Stiffeners

BRI

laWa oW alW oW a We W e W
Outer-panel Structure

Flgure 1. Typical Cross sectiopn of wing.
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Figure 2.- Generel view of hal? of test Betup,
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Figure 3.- Exciter spring system and amplitude-measuring microswitch assembly.
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Station 214 155 : S - - 60- 3 Fus;'lage

Wing attach angle

P 70—percent—chord spar

] aL_l
< - I
Teénsion surface
. —._of wing
a
»n
' [
n
/—30-percent-chord spar é.

—lﬁront spar ' ::) 1
s M.

[

) |

-----Fatigue-crack detector wire
& Strain-gage bending bridge

M Single strain gage

Flgure L4.- Location of wing instrumentation. Installations are the same
on the other wing.



Bending moment, in-lb
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Figure 5.- Comparison of design and applied bending moment for the
1 g level-flight condition.
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Cycles
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Figure 6.~ Freguency distribution of applied loads.
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> Fuselage
Station 21l 155 60 32 §

‘Wing attach angle

ﬂ N\ /- T0~percent-chord spar

Tension surface

1 of wing t

%_ - _ /-30-percent-chord spi.r _
') /A A '/—Front spar

= _PU |

O Type I Failures originating at the corners of inspection cutouts

0 Type II Failures originating in riveted tension joints

¢ Type LII Failures originating in riveted shear joints

A Type IV Failures originating in section at geometrical discontinuities

Figure T.- Location and types of fatigue failures.



Maximoan measured stress, psi
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Figure 8.- Chordwise distribution of 1.625g measured etress at station 21k.

125

' o

0262 NI VOVN




NACA TN 2920 27

failure.

(c) Final stage showing failure of 30-percent-chord spar.

L~

Figure G.- Three stages of typleal failure that originated at corner of
inspection cutout.
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Figure 10.- Typlcal example of conslstent failure that origlnated at
corner of inspection cutout.

dover vy 1 A akw

Figure 11.- Failure that originated in shérp corner radius of an internal
reinforcing doubler plate.
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Flgure 12.~ Details of riveted tension joint at span statlon 32. All {8

dimensions are in inches.




Maximum measured stress, psi

15,000 T

Approximate point of
fatigue-crack origin
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Figure 13.- Chordwise distribution of 1.625g measured stress at station 32.
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Tension flange of
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Rivet pitch for top two rows, %—-
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Figure 1lli.- Detells of riveted shear joint at span station 120. A1l

Hivet pitch for bottom two rows, i]%
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Figure 16.-~ Fallure that initiated in a Joggle of an external reinforcing
doubler plate.

0262 ML VOWN

-
.

44




Maximum stress, psi
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Figure 17.~ Typlcal expansion of summation curves for determination

of effective stress concentration factoxr Kz .

026 NL VOUN




NACA TN 2920

Tension material failed, percent
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Figure 18.- Crack growth of several fatigue failures.
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Figure 19.- Variation of natursl frequency of teat specimen with loss

Failure 3
Failure L

Failure 12

e

ra y 4

N

&

)

>

~TE
I

10

20 30 Lo

Tension material failed, percent

of tension materisl.

50

9¢

0262 NI VOVN




